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SECTION 12484 
FLOOR MATS AND FRAMES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 
1. Roll-up aluminum-tread rail floor mats with carpet inserts. 

B. Related Sections: 
1. Division 3 Section "Cast-in-Place Concrete" for concrete work, including forming, placing, 

and finishing concrete floor slabs, and for concrete materials for grouting and filling 
around and under recessed mats and frames. 

2. Division 9 Section "Carpet" for tufted and woven carpet and cushions. 

1.3 SUBMITTALS 

A. Product Data:  Include manufacturer's specifications and installation instructions, construction 
details, material descriptions, dimensions of individual components and profiles, and finishes 
for each type of floor mat and frame specified. 

B. Shop Drawings:  For floor mats and frames.  Show assembly, joint locations, installation details, 
layout, plans, elevations, sections, details of patterns or designs, accessories, anchors, and 
attachments to other Work. 
1. Coordinate Shop Drawings showing oversized recess for deferred installation of frames 

with concrete work. 

C. Samples for Verification:  12-inch- square assembled sections of floor mats, frame members, 
and tread rails with selected tread surface showing each type of metal finish and color of 
exposed floor mats, tread rails, frames, and accessories required. 

1.4 QUALITY ASSURANCE 

A. Source Limitations:  Obtain floor mats and frames through one source from a single 
manufacturer. 

B. Accessibility Requirements:  In addition to requirements of authorities having jurisdiction, 
provide installed floor mats that comply with Section 4.5 in the U.S. Architectural & 
Transportation Barriers Compliance Board's "Americans with Disabilities Act (ADA), 
Accessibility Guidelines for Buildings and Facilities (ADAAG)." 

1.5 PROJECT CONDITIONS 

A. Field Measurements:  Verify blocked-out openings in floors by field measurements before 
fabrication and indicate measurements on Shop Drawings. 
1. Established Dimensions:  Where field measurements cannot be made without delaying 

the Work, establish opening dimensions and proceed with fabricating floor mats and 
frames without field measurements.  Coordinate floor construction to ensure that actual 
opening dimensions correspond to established dimensions. 



SPALLATION NEUTRON SOURCE  DEPARTMENT OF ENERGY   
CONVENTIONAL FACILITIES  OAKRIDGE, TENNESSEE  

SECTION 12484 - 2 OF 3 FLOOR MATS AND FRAMES 
May 15, 2001 KNIGHT/JACOBS JOINT VENTURE 
(108000000TS0568R00) S:\800_Delv\810_Spec\Delv\CLO PROJECTS\CLO_CFC, 12202001\12484-R00.doc 

1.6 COORDINATION 

A. Coordinate size and location of oversized recesses in concrete work to receive floor mats and 
frames.  Defer frame installations until building enclosure is completed and related interior finish 
work is in progress.  Concrete, reinforcement, and formwork requirements are specified in 
Division 3. 

B. Coordinate integral installation of recessed frames and anchors with placing of concrete slab so 
frames are positioned accurately. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 
1. Arden Architectural Specialties, Inc. 
2. Balco, Inc. 
3. Construction Specialties, Inc. 
4. Reese Enterprises, Inc. 

2.2 METAL FRAME MATERIALS 

A. Extruded Aluminum:  ASTM B 221, alloy 6061-T6 or alloy 6063-T5, T6, or T52 as standard with 
manufacturer. 

2.3 CONCRETE FILL AND GROUT MATERIALS 

A. Provide concrete materials complying with Division 3 for grout and fill around and under 
recessed mats and frames that produce concrete equivalent in strength to cast-in-place 
concrete slabs.  For concrete fill, adjust aggregate size to not exceed one-third fill thickness. 

2.4 FLOOR MATS 

A. Provide colors, patterns, and profiles of materials, including metals and metal finishes indicated 
or specified.  If not indicated, provide colors, patterns, and profiles selected by Architect from 
manufacturer's standards. 

B. Roll-up Aluminum Rail Hinged Mats:  Clear-anodized finish, extruded-aluminum tread rails 
sitting on continuous vinyl cushions with 1-1/2 inch wide by 3/8 inch thick, tread rail modules.  
Provide plastic hinges. 

C. Provide ¼ inch high, 28-oz./sq. yd. weight, level-cut, nylon-pile, fusion-bonded carpet tread 
inserts. 

2.5 FABRICATION 

A. General:  Where possible, verify sizes by field measurement before shop fabrication. 

B. Floor Mats:  Shop fabricate units to greatest extent possible in sizes as indicated.  If not 
otherwise indicated, provide single unit for each mat installation; do not exceed manufacturer's 
recommended maximum sizes for units that are removed for maintenance and cleaning.  
Where joints in mats are necessary, space symmetrically and away from normal traffic lanes.  
Miter corner joints in framing elements with hairline joints or provide prefabricated corner units 
without joints. 

C. Recessed Metal Mat Frames:  Extruded aluminum, of size and style to fit floor mat type 
specified, for permanent recessed installation, complete with corner pins or reinforcement and 
anchorage devices. 
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1. Fabricate edge-frame members in single lengths or, where frame dimensions exceed 
maximum available lengths, provide minimum number of pieces possible, with hairline 
joints equally spaced and pieces spliced together by straight connecting pins. 

D. With manufacturer's standard protective coating, coat surfaces of aluminum frames that will 
contact cementitious material. 

2.6 FINISHES, GENERAL 

A. Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal Products" for 
recommendations for applying and designating finishes. 

B. Protect mechanical finishes on exposed surfaces from damage by applying a strippable, 
temporary protective covering before shipping. 

2.7 ALUMINUM FINISHES 

A. Finish designations prefixed by AA comply with the system established by the Aluminum 
Association for designating aluminum finishes. 

B. Class I, Clear Anodic Finish:  AA-M12C22A41 (Mechanical Finish:  nonspecular as fabricated; 
Chemical Finish:  etched, medium matte; Anodic Coating:  Architectural Class I, clear coating 
0.018 mm or thicker) complying with AAMA 611. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, and floor conditions, and floor recesses for compliance with requirements 
for location, sizes, minimum recess depth, and other conditions affecting installation of floor 
mats and frames. 
1. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Install recessed mat frames to comply with manufacturer's written instructions.  Set mat tops at 
height recommended by manufacturer for most effective cleaning action; coordinate top of mat 
surfaces with bottom of doors that swing across mats to provide clearance between door and 
mat. 
1. Install necessary shims, spacers, and anchorages for proper location and secure 

attachment of frames. 
2. Install grout and fill around frames and, if required to set mat tops at proper elevations, in 

recesses under mats.  Finish grout and fill smooth and level. 

3.3 PROTECTION 

A. After completing frame installation and concrete work, provide temporary filler of plywood or 
fiberboard in recesses and cover frames with plywood protective flooring.  Maintain protection 
until construction traffic has ended and Project is near Substantial Completion. 

B. Defer installation of floor mats until Project is near Substantial Completion. 
 

END OF SECTION 12484 


